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Flexibility services -
What are we aiming at?

The INVADE project aimsto  The system will be mana ya

provide a Cloud based
flexibility management

Flexibility Operator (FO) that will
control different kind of flexible

system integrated with EVs devices:

and batteries empowering
energy storage at mobile,
distributed and centralized

levels to increase
renewables share in the
smart distribution grid.

Batteries

Electric vehicles
* Photovoltaic panels
* Water heaters
* Heat pumps

Flexibility operator (FO):

Merger of Aggregator

and Energy Service

Company (ESCO) agents:

- ESCO: flexibility
services behind-the-
meter

- Aggregator: flexibility
services beyond-the-
meter

STOP

GO!

Flexibility services for: € “To TSO

* End-users/prosumers reducing the priority To DSO
electricity bill To BRP

* BRP to reduce imbalance penalties To prosumers
and portfolio management

* DSO to control grid congestions I regulari:y

16/11/2018

Qut of the scope
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« Consists of a set of main processes on an overall level

« The built-in functionality and the link between them, constitutes the
INVADE platform
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FO INVADE platform processes
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Tesla Home energy management system (HEMS):
* 2EVs

e 1 Battery 13.5 kWh, 7 kW peak and 5 kW
continuous

* PV ¢?kWp

Self-consumption mode

Sonnen and SMA are also offering HEMSs

Info from Twitter

@Toblerhaus
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https://twitter.com/Toblerhaus

CITCEAS @ [INVADE
Prosumer optimization results

* HEMS: Home energy management system
* Flexible resources: 1 Battery 200 kWh + 6 EVCP + 180 kWp PV
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Norwegian and Bulgarian pilots
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CITCEA® @ [NVADE
Norwegian pilot

Distributed energy storage at household level

The Norwegian pilot will demonstrate the ability of the integrated INVADE platform to co-operate
with an existing home energy management system. (The Smartly Ecosystem)

Smartly data

PV + EV + Batteries +
Flexible water heater

INVADE FO
,  platform -

‘Solar Power
-
‘Wabar heater
Floor heating
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CITCEA® @ [NVADE
Bulgarian pilot

Create flexibility: 200 kWh Battery + EV charging management + Control of water heaters
Sell flexibility to a BRP or energy trader.
Make the current infrastructure easily scalable.

- . v
’\_v
BRP /
I NVAD E Flexibility ' Energy trader

Flexibility Operator potential kWh/h

Weather data

Market data Optimized energy flows

€/kWh

Energy data
Historical data
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Dutch & German pilots

16/11/2018

Capacity

limit

)
&

I
v

DSO

Flexibility

bil

r

\_

=

ling
Control signals
—(&)— >
17

.

- S—
Flexibility billing

(Greenflux)

Xl International Conference on Energy

Innovation

%

A, O
gb =
()

J

&

PROSUMER

12



CITCEAS @ [NVADE
Dutch pilot

- Office - large scale 'ﬁ?)hgéﬁ;lds - large scale
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CITCEAS @ [NVADE
Dutch pilot

Every month: wholesale invoice

@ List of:
* Location data
* kWh per session
‘ * Customer identifiers
* Contract -
. * Periodic L FO INVADE
i retail ’
invoice P|atf0rm
Customer identifier Measurement data S
_____________________ GREENFLUX ) > esSmart
Authentication {YES/HO} PLATFORM ‘Charge prOflles | SYSTEMS
| A
* Measurement data
* Customer identifier + service provider X
Charge profiles
Xl International Conference on Ener
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CITCEAS @ [NVADE
German pilot

a) Centralised energy storage for DSO
flexibility services
Redox flow battery. 25 kW & 120 kWh

(G) Pvra
© Consumer
If-eedget: o . erde renpeint
840 m
I AORC 1
- e (0
©©
©©
©
16/11/2018

b) Distributed energy storage for DSO and
prosumer flexibility services
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CITCEAS @ [NVADE
Catalan pilot
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CITCEA® @ [NVADE
Catalan pilot

Centralized energy storage Demonstrate and evaluate
the benefits of centralized battery storage installed at a

secondary substation.

TeknoCEA IDPR for the pilot

N

PUe A SRR Critical building - control centre room
Wattius battery units for the pilot.
14/11/2018
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CITCEAS @ [INVADE
Partners

~ .
Wowow  CITCEAS @ Schneider “/‘VTT
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www.h2020invade.eu

This project has received funding from the European Union’s Horizon 2020 Research and
Innovation programme under Grant Agreement No 731148.
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CITCEAS @ [INVADE
Motivation - German case

Total renewable power curtailment cost in Germany
2010-2015
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Source: Ministerium flr Energiewende, Landwirtschaft und landliche
Raume Schleswig-Holstein (2016)
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CITCEAS @ [INVADE
Motivation - German case

€ MWh Price
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CITCEAS @ [NVADE

Flexibility services for prosumers

* ToU optimization

— Based on load shifting from high-price
intervals to low-price intervals.

e  kWmax control

— Based on reducing the maximum load (peak
shaving) that the Prosumer consumes within a
predefined duration (e.g., day, month, year).

» Self-balancing

— ltis typical for prosumers who also generate
electricity (PV or CHP systems).

— Value is created through the difference in the
prices of buying, generating, and selling
electricity (including taxation if applicable).

— It can include zero-net injection optimization.

Xl International Conference on Energy
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CITCEAS @ [INVADE
Flexibility services for DSOs

e Congestion management: " u
— Avoiding thermal overload of system l P
components by reducing peak loads ' substaton limited
— Flexibility may defer or even avoid the necessity N\ %
of grid investments.
* Voltage / Reactive power control: RPN
. “ ANSI Range A Upper Limit
— Typically requested when solar PV systems “push ... /— ________________
up” the voltage level in the grid. \ __________________________________________
— Increasing the load or decreasing generation is an \—Ansmangeuowemmn \.vOnagep.omesefo,ew
option to avoid exceeding the voltage limits. =
L. Substation End of Feeder
— It can reduce the need for grid investments (such
as automatic tap changers) or prevent generation wou
ond
curtailment. substation

* Controlled islanding:

— To prevent supply interruption in a given grid
section when a fault occurs in a section of the
grid feeding into it.

A

Xl International Conference on Energy
Innovation
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CITCEAS @ [NVADE
Flexibility services for BRPs

* Day-ahead portfolio optimization

It aims to shift loads from a high-price time interval to a low-price time interval before
the day-ahead market closure.

It enables the BRP to reduce its overall electricity purchase costs.
This service is used by BRP to prepare day-ahead market bids.

* Intraday portfolio optimization

It resembles day-ahead optimization after closing of the day-ahead market.

This enables intraday trading and flexibility can be used to create value on this market,
equivalent to the day-ahead market.

This service is used by BRP to prepare intraday market bids.

Intraday optimization, once the day-ahead market prices have been announced, is our
preferred option rather than Day-ahead

* Self-balancing portfolio optimization

16/11/2018

It aims to reduce imbalance of the BRP portfolio to avoid imbalance charges.

BRP does not actively bid on the imbalance market using its flexibility, but uses it within
its own portfolio.

Xl International Conference on Energy
Innovation
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CITCEAS @ [NVADE
Pilots

4 Use cases (UC):  MedumACvOlae s
. . . e Low AC voltage
1.  Electric vehicle charging — ocwee
—> Active power flow — 1l Pricegi
management —> Reactive power flow

ﬂ Demand response

2. Centralized energy storage

electricity

3. Distributed energy storage at s
the household level 7/ ( Frexisility
. . loud
4. Hybrid: centralized and Vehicle2Grid o0 0C 7™
N . chargin
distributed storage fon 9
5 Pilots: AN )
llots: S A
- Norway: UC1 &3 @TT a
*
- The Netherlands: UC 1 b<1a2) B
PA Comm_ur_lity
- Bulgaria: UC2 : CpaC e
- Spain: UC 2 v
i o O
- Germany: UC 4 Vehicle2Home 1 . B -
o wi#m e
16/11/2018 Xl International Conference on Energy 55

Innovation



CITCEAS 6

INVADE

Prosumer optimization results

Prosumer performance
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One Norwegian household + 1 EVCP + 10 kWh Battery storage + 3 kWp PV +
Subscribed power penalty + Norwegian Hourly electricity prices
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CITCEA® @ [NVADE
Aggregated flexibility servicas

3 Steps: A
1. FO optimized baseline

2. Flexibility requests from DSOs
and BRPs to FO

3. Aggregated/distributed zone
optimization \NT‘

Xl International Conference on Energy
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CITCEA® @ [NVADE
BRP/DSO flexibility services

* Activate flexibility when DSOs is facing technical
constraints

* Or when BRPs need flexibility to compensate
deviations

* Tested in the CITCEA’s microgrid laboratory

Load Battery PV Diesel SCADA

Xl International Conference on Energy
Innovation
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